


CONGORDD technik-rider 8

MIXERKONSOLE

- 24 Kanéle
- 4 Subgruppen

- 4 Pre AUX

- 2 Post AUX (besser 3)

- min. 3 parametrische Filter pro Kanal

MONITORE

-1.Weg  Guitar (1 Wedge)

-2.Weg  Front Vocal (2 Wedges)

-3.Weg  Bass (I Wedge)
-4 Weg  Drums (2 Wedges)

KANALBELEGUNG

Channel Instrument Mikro / 1D Insert
0l Bassdrum Audix DB o.4. bate
1y Snaredrum Top SM a7 Comp
03 Snaredrum Bottom | SM a7 Comp
04 HiHat Condenser
05 Tom | Shure ASBD o.4. bate
06 Tom 2 Shure ASBD o.4. bate
07 Tom 3 Shure ASBD o.4. hate
08 Tom 4 Shure ASED o.4. bate
03 Overhead Condenser
0 Overhead Condenser
| Rass DI Comp
2 Bass AKG D17 o.4.

13 Guitar | SM a7
4 Guitar 2 SM a7
[a Voc | SM a8
6 Voc 2 SM a8
[7 FX Return

3 FX Return

19 FX Return

il FX Return

/| PC/ L 0l /L
77 PC /R Dl /R
23 CO /L

24 CO/R
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